SHAPE COEFFICIENT COMMENTS SCHEMATIC
LV t <8
SHARP CRESTED - H<1.0 =N
PROJECTION RATIO (H/P = 0.4) 3.4 H>1.0 P %
PROJECTION RATIO (H/P = 2.0) 4.0 : s b/s
BROAD CRESTED - ——_7
W/SHARP U/S CORNER 2.6 MINIMUM VALUE =
W/ROUNDED U/S CORNER 3.1 CRITICAL DEPTH /]
u/s D/S
TRIANGULAR SECTION -
A) VERTICAL SLOPE - M
1:1 D/S SLOPE 3.8 H>0.7 -
4:1 D/S SLOPE 3.2 H>0.7 %
10:1 D/S SLOPE 2.9 H>0.7 u/s D/s
B) 1:1 U/S SLOPE - =
1:1 D/S SLOPE 3.8 H>0.5 ﬂ]]l
3:1 D/S SLOPE 3.5 H>0.5
u/s D/S
TRAPEZOIDAL SECTION
1:1 U/S SLOPE, 2:1 D/S SLOPE 3.4 H>1.0 T\f
2:1 U/S SLOPE, 2:1 D/S SLOPE 3.4 H>1.0 (I
ROAD CROSSINGS u/s b/s
GRAVEL 3.0 H>1.0
PAVED 3.1 H>1.0
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